
PSEN ix1 Interface for 4 PSEN 1 535120
Interface PSEN ix1 for connecting and evaluating several safety sensors n/
o, n/o, dimensions 96 x 48 x 43.5 mm (H x W x D), connection type spring-
loaded terminals.

Technical details

General data

Approval: CE, cULus Listed, TÜV

Technical data

Electrical data

Supply voltage (V): 24 - 24 V

Type of supply voltage U1: DC

Power consumption DC: 1.5 W

Environmental data

Ambient temperature: -10 - 55 °C

Mechanical data

Net weight: 101 g

Gross weight: 112 g

Environment

RoHS directive: 2011/65/EU, 2015/863/EU

RoHS conformity: yes

RoHS exceptions: no

REACh compliance: Contains no SVHC substances

WEEE classification (08/2018): 5 devices (feed size < 50cm)

Commercial data

ECLASS version: ECLASS-13
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ECLASS Reference Feature: 27440111

ETIM Version: ETIM-9.0

ETIM Reference Group: EG000026

ETIM Reference Feature: EC002594

UNSPSC 25: 39122205

GTIN: 4046548013474

Volume: 0.263 dm3

Harmonized System Code: 85389091

Type of tariff number: TARIC

Use of customs tariff number: Ausfuhr, Einfuhr

Quantity per packaging unit: 1
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