
PSEN op Ethernet cable 3m 631072
Network cable, Ethernet Cat5e, PVC, black, 4-pin, connector straight M12
(IP67), D-coded, on connector straight RJ45 (IP20), cable length: 3m

Technical details

General data

Approval: CE, UKCA

Technical data

Electrical data

Rated current: 1.5 A

Environmental data

Ambient temperature: -20 - 55 °C

Protection type, housing: IP67

Mechanical data

Connector type 1: 4-pin M12 male connector

Shape of connector type 1: straight

Connector type 2: 4-pin RJ45 male connector

Shape of connector type 2: straight

Matl threaded ring conn 1: CuZn

Contact surfaces material 1: Au

Contact surfaces material 2: Au

Material of pins: CuZn

Length cable: 3 m

Colour cable insulation 1: Black

Housing colour: Black
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Material of cable insulation 1: PVC

Trailing capability of cable 1: no

Conductor cross section: 0.14 - 0.14 mm²

Cable cross section AWG K1: 26

Stranding K1: 2x twisted pair

Shielding K1: no

Number of conductors: 4

Approvals for connector 1: UL94 V-0

Approvals for connector 2: UL94 V-0

Net weight: 95 g

Gross weight: 98 g

Environment

WEEE classification (08/2018): 5 devices (feed size < 50cm)

Commercial data

ECLASS version: ECLASS-13

ECLASS Reference Feature: 27272791

ETIM Version: ETIM-9.0

ETIM Reference Group: EG000026

ETIM Reference Feature: EC003015

UNSPSC 25: 39121528

GTIN: 4046548077209

Volume: 0 dm3

Harmonized System Code: 85444210

Type of tariff number: TARIC

Use of customs tariff number: Ausfuhr, Einfuhr

Quantity per packaging unit: 1
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