
PSEN cs4.1 M12/8-1.5m 1switch 541164
Non-contact coded safety switch for position monitoring of movable guards
according to EN 60947-5-3; two safe outputs; connection cable 10m. For
applications up to SILCL 3 resp PLe ; IP 67, typical switching distance
11mm, Sao=8mm, Sar=20mm packaging unit = 1piece fully coded switch
w/o actuator; Teach-in of 8 other actuators possible.

Technical details

Environment

WEEE classification (08/2018): 5 devices (feed size < 50cm)

Commercial data

ECLASS version: ECLASS-13

ECLASS Reference Feature: 27274601

ETIM Version: ETIM-9.0

ETIM Reference Group: EG000026

ETIM Reference Feature: EC002592

Obligatory accessories

540180 PSEN cs2.1 1 actuator

541180 PSEN cs4.1 1 actuator

541187 PSEN cs4.1 low profile glue 1 actuator
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541188 PSEN cs4.1 low profile screw 1 actuator

Optional accessories

540130 SDD ES ETH

540319 PSEN cable axial M12 8-pole 3m

540320 PSEN cable axial M12 8-pole 5m

540321 PSEN cable axial M12 8-pole 10m

540322 PSEN cable angle M12 8-pole 3m

540323 PSEN cable angle M12 8-pole 5m

540324 PSEN cable angle M12 8-pole 10m
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540325 PSEN cable angle M12 8-pole 30m

540326 PSEN cable axial M12 8-pole 30m

540331 PSEN T junction (auxiliary contact) M12

540333 PSEN cable M12-8sf, 20m

540338 PSEN Y junction M12-M12/M12 PIGTAIL

540340 PSEN cable M12-8sf M12-8sm, 2m

540341 PSEN cable M12-8sf M12-8sm, 5m

540342 PSEN cable M12-8sf M12-8sm, 10m

540343 PSEN cable M12-8sf M12-8sm, 20m
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540344 PSEN cable M12-8sf M12-8sm, 30m

773603 PDP67 F 4 code
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