
Terminal Block Filter 3-10kOhm 772290
Terminal block with filter function 3 - 10 kOhm.

Technical details

General data

Approval: CE, UKCA, cULus Listed

Technical data

Electrical data

Supply voltage (V): 24, 24

Type of supply voltage U1: DC

Environmental data

Ambient temperature: 0, 60

Climatic suitability standard: EN 60068-2-30, EN 60068-2-78

Humidity rating: 93 % r. h. at 40 °C

Condensation permitted?: Not permitted

Perm. operating height ASL: 2000 m

Overvoltage category: III

Pollution degree clear.&creep.: 2

Protection type, housing: IP20

Mechanical data

Housing material: Plastic

Connection terminal: Cage clamp terminal

Height dimension: 39.9

Width dimension: 69.6
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Depth dimension: 7

Net weight: 13

Gross weight: 19

Environment

WEEE classification (08/2018): 5 devices (feed size < 50cm)

Commercial data

ECLASS version: ECLASS-13

ECLASS Reference Feature: 27250190

ETIM Version: ETIM-9.0

ETIM Reference Group: EG000012

ETIM Reference Feature: EC001284

UNSPSC 25: 40161512

GTIN: 4046548091618

Volume: 0 dm3

Harmonized System Code: 85369010

Type of tariff number: TARIC

Use of customs tariff number: Ausfuhr, Einfuhr

Quantity per packaging unit: 1
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